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Applications

Education

3D scannersRangeVision

PROSpectrum
Quality 
control

Furniture & decor

Restoration

Design

Reverse 
engineering

Car & tuning

Heritage 
preservation

Jewelry



Weight of scanning 
module

6.5 kg

2 kg

PRO

Spectrum

PRO

Spectrum

Blue light

Yes

No

Cameras

6.4MP x 2

3.1MP x 2

LED Light source

DLP projection module 
1920 х 1080

DLP projector 
1280 х 800

Size of objects

5 mm to 5 m

1 cm to 3 m

Connection

USB 3.0 x 2, HDMI

USB 2.0 x 2, HDMI

Texture capturing

Yes

Yes

Single scan speed

up to 3 s

up to 8 s

3D-сканерыRangeVision Specifications 3D scannersRangeVision



L M SL M S

PRO

0.06 0.03 0.018

0.18 0.10 0.04

Accuracy, mm

3D resolution, mm

Working distance, m

Adjustment

Spectrum

0.12 0.06 0.04

0.25 0.15 0.06

1 0.6 0.30.9 0.52 0.35

M Middle L LargeS Small

A set of manually 
adjustable lenses

Three sets of replaceable 
pre-configured optics

3D-сканерыRangeVision
Scanning zones 3D scannersRangeVision



Scans 3D scannersRangeVision

Dark objects

External conditions



Scans 3D scannersRangeVision

Smoothing

Small objects



+39 05 211706617rangevision.com sketchfab.com/rvscannerspartners@rangevision.com

Interchangeable optics for 
each scan zone

automatic turntable up to 60 kg 
load capacity

carbon calibration plates

powerful mini-PC

protective case (option)

composite calibration plates

automatic turntable up to 
20 kg load capacity

protective case

scanning module tripod markers ScanCenter NG 
software

license key

Package 3D scannersRangeVision


